
 
 
 
 

Heriot-Watt University 
Research Gateway 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 

Plasmonic metasurface for optical rotation

Citation for published version:
Wen, D, Yue, F, Zhang, C, Zang, X, Liu, H, Wang, W & Chen, X 2017, 'Plasmonic metasurface for optical
rotation', Applied Physics Letters, vol. 111, no. 2, 023102. https://doi.org/10.1063/1.4993429

Digital Object Identifier (DOI):
10.1063/1.4993429

Link:
Link to publication record in Heriot-Watt Research Portal

Document Version:
Peer reviewed version

Published In:
Applied Physics Letters

Publisher Rights Statement:
This article may be downloaded for personal use only. Any other use requires prior permission of the author and
AIP Publishing. The following article has been accepted by Applied Physics Letters. After it is published, it will be
found at http://aip.scitation.org/doi/10.1063/1.4993429

General rights
Copyright for the publications made accessible via Heriot-Watt Research Portal is retained by the author(s) and /
or other copyright owners and it is a condition of accessing these publications that users recognise and abide by
the legal requirements associated with these rights.

Take down policy
Heriot-Watt University has made every reasonable effort to ensure that the content in Heriot-Watt Research
Portal complies with UK legislation. If you believe that the public display of this file breaches copyright please
contact open.access@hw.ac.uk providing details, and we will remove access to the work immediately and
investigate your claim.

Download date: 23. May. 2023

https://doi.org/10.1063/1.4993429
https://doi.org/10.1063/1.4993429
https://researchportal.hw.ac.uk/en/publications/ac744bbc-0802-4663-be59-4657b9f5e3ac


1 
 

Plasmonic metasurface for optical rotation 

Dandan Wen,1 Fuyong Yue,1 Chunmei Zhang,1 Xiaofei Zang,1,2 Huigang Liu,1,3 Wei 

Wang,1 Xianzhong Chen1, a) 

1SUPA, Institute of Photonics and Quantum Sciences, School of Engineering and Physical 

Sciences, Heriot-Watt University, Edinburgh, EH14 4AS, UK 

2Shanghai Key Lab of Modern Optical System, University of Shanghai for Science and 

Technology, No.516 JunGong Road, Shanghai 200093, China 

3Tianjin Key Laboratory of Optoelectronic Sensor and Sensing Network Technology, College 

of Electronic Information and Optical Engineering, Nankai University, Tianjin 300350, China 

a) Corresponding author: x.chen@hw.ac.uk  

 

 

 

 

 

 

 

 

 

 

 

 



2 
 

Plasmonic metasurface for optical rotation 

Abstract 

Optical activity, known as optical rotation, has found many applications ranging from optical 

isolators and concentration determination to sophisticated organic structure analysis. Miniaturization 

and integration are two continuing trends in the production of photonic devices. However, there are 

fundamental or technical challenges to further reduce the thickness of the optical elements to 

generate desirable polarization rotation with broadband and high efficiency. Here in this paper, an 

efficient method to realize optical rotation for the visible and near infrared light is experimentally 

demonstrated using an ultrathin metasurface. The polarization rotation originates from the additional 

phase difference between the two circular polarizations induced by the rectangular metasurface phase 

grating. Benefiting from the advantages of the reflective metasurface, the fabricated highly efficient 

device can operate in the broadband. Good agreement between the designed rotation angle and 

measured results renders this technique very attractive for the practical application in device 

miniaturization and system integration. 

Key words: geometric phase, metasurface, rectangular phase grating, optical rotation 

 

Introduction 

Optical rotation is the rotation of the polarization plane of a linearly polarized light beam as it travels 

through certain materials [1]. Since its first observation by Arago in 1811, optical rotation has been widely used 

in a number of places [2-4]. Conventionally, optical rotation occurs in chiral materials whose structures are 

distinguishable from their mirror images. The effect is generally weak in naturally occurring chiral materials 

(such as quartz); hence a minimum optical path length must be available in order to reach a desired rotation 

range, making the devices very bulky. Faraday effect proves to be a versatile mechanism to manipulate light 

rotation, but the Faraday effect in currently available magneto-optical materials is also very weak (e.g., typical 

size of a Faraday rotator is in the order of centimetres). Although the combination of plasmonics and 

magneto-optics can enhance the polarization rotation [5, 6], the rotation angle through optically thin material 

still has room for improvement. 

Optical metamaterials are artificial media, whose optical properties are determined by their geometry 

structures instead of constituent components, which have opened avenues in the manipulation of polarization 

[7-10]. However, the technical challenges in fabrication and high-energy loss in 3D metamaterials have 

hindered their application in the visible range. Benefiting from the easy fabrication procedure and the 

unprecedented capability to manipulate light propagation, metasurfaces [11-15] provide an effective way for the 

polarization control. Limited polarization rotation angles can be achieved through chiral metasurfaces [16, 17], 
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which are two dimensional counterparts of conventional 3D chiral materials. Metasurface-based half 

waveplates [18-20] can mimic the functionality of birefringent materials, which impart phase difference of π 

between the two cross polarized light components to realize optical rotation. However, since the geometry of 

the antenna affects its response to the incident light significantly, it is important to precisely control the feature 

size of the designed nanostructures, or else the polarization rotation angle will be shifted from the original 

design. Optical rotation can also be realized through a metasurface consisting of two subunits that generate 

two co-propagating waves with equal amplitudes, orthogonal polarizations, and spatial separation-induced 

phase difference [21, 22]. Nevertheless, unwanted higher diffraction orders may be induced if the operating 

wavelength is less than the double distance of neighboring antennas due to the intersecting distribution of the 

two subunits. Although dielectric metasurfaces have been proposed to manipulate light polarization with high 

efficiency in the transmission mode [23, 24], it is fundamentally difficult to achieve a broadband performance 

since the geometry of the nano-structures are designed to operate for a given wavelength. Thus, a simple and 

elegant method to generate arbitrary polarization rotation within optically thin films with great fabrication 

tolerance and broadband performance is highly desirable for device miniaturization and system integration. 

In this work, an effective method to realize optical rotation with a metasurface is proposed and 

experimentally verified. By using the rectangular phase grating generated by the metasurface, the designed 

device can decompose the incident linearly polarized light into right circularly polarized (RCP) light and left 

circularly polarized (LCP) light, and add a required phase difference between them, leading to the polarization 

rotation of the incident light [Fig. 1(a)]. The rotation angle of the reflected light is solely determined by the 

two-phase steps defined in the metasurface, which can reach arbitrary rotation angles from 0 to 2π. Since each 

phase step is based on the geometric phase whose value is solely determined by the orientation of the nanorod, 

the developed devices have great fabrication tolerance and broadband performance. 

Materials and Methods 

Geometric phase in optics originates from the coupling between intrinsic angular momentum and rotations 

of coordinates. The most studied manifestations of geometric phase are spin-redirection phase and 

Pancharatnam-Berry (P-B) phase [25]. In this paper, we will concentrate on a specific P-B phase, which is 

generated through the transformation of the circularly polarized (CP) light by an anisotropic nanorod [26]. 

Upon the illumination of CP light, part of the reflected light from the metasurface reserves the handedness of 

the incident light and picks up a phase of ±2φ. The angle φ represents the orientation angle of the nanorod and 

the sign ‘+’ or ‘-’ is determined by the handedness of the incident light. The term ‘geometric phase’ in this 

paper refers to this specific P-B phase of ±2φ. Since the value of the geometry phase is determined by the 

orientation of the nanorod, a sampled phase function can be represented by an inhomogeneous metasurface 

consisting of an array of nanorods with different orientations. In our design, we leverage on the recent 

advancement of reflective-type metasurfaces, which can work in broadband with high efficiency [26-28]. As 

https://en.wikipedia.org/wiki/Birefringence
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shown in Fig. 1(b), the metasurface is composed of a silver nanorod array on the top, a SiO2 spacer in the 

middle and a silver ground layer at the bottom. 

 

FIG. 1. (a) Schematic of the polarization rotation by a metasurface. The linearly polarized incident light 

impinges on the metasurface, and its polarization direction is rotated by a designed angle β rot. ere βrot is formed 

by the oscillation direction of the reflected light and the vertical direction of the reflection plane. (b) Schematic of 

the rectangular phase grating based on the metasurface. The metasurface consists of three layers: silver nanorods 

on the top, a SiO2 spacer and a silver ground layer. Each phase step contains four nanorods (colored with red and 

yellow) and two phase steps form a single unit. (c) SEM image of the fabricated metasurface. The scale bar is 1 

μm. 

Here, the metasurface is utilized to generate a rectangular phase grating, which contains two phase steps 

1 and 2 in a single period. As shown in Figs. 1(b)-(c), the nanorods in red and yellow have the orientation 

angles of 1/2 and 2/2, respectively. When the incident RCP light shines on the metasurface, the reflected 

RCP light from the red (yellow) nanorods picks up a geometric phase of  1( 2). The reflected RCP light from 

the two subunits has equal amplitude since it is only determined by the geometry of the nanorod, not the 

orientation. The reflected LCP light has the equal amplitude with that of the RCP light [14]. The orientations of 

the nanorods change along the x-direction [Fig. 1(b)] and they are repeated along the y-direction. 
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FIG. 2. Design of the metasurface for polarization rotation. (a) When the rectangular phase grating is under the 

illumination of RCP light, the curve shows the phase profile of reflected RCP light. (b) The ±1st orders of the 

reflected RCP light are located symmetrically on both sides of the incident direction with the complex amplitude 

𝐴𝑅(𝑒𝑖𝜑1 − 𝑒𝑖𝜑2). (c) Phase profile of the reflected LCP light from the metasurface when the incident light is 

LCP. (d) The reflected ±1st orders of LCP light both have the complex amplitude 𝐴𝐿(𝑒−𝑖𝜑1 − 𝑒−𝑖𝜑2). (e) 

When the incident light is linearly polarized, the phase profiles are different for its RCP and LCP components. (f) 

The +1st order of RCP and LCP reflected light have the same amplitude (AR=AL) and propagation direction, but 

they have a phase difference ΔФ. The two beams superpose and form a linearly polarized light with a rotated 

polarization direction. So do the -1st order of RCP and LCP reflected light. 

If the rectangular phase grating is under the illumination of RCP light, the RCP reflected light will have 

the phase profile as shown in Fig. 2(a). The reflection coefficient for the RCP reflected light is [29, 30] 

𝑡(𝑥0, 𝑦0) = (𝑒𝑖𝜑1 − 𝑒𝑖𝜑2)𝑟𝑒𝑐𝑡 (
𝑥0

𝑎
) ∗

1

𝑑
𝑐𝑜𝑚𝑏 (

𝑥0

𝑑
) + 𝑒𝑖𝜑2                     (1) 

The phase steps of 1 has the lengths of a and the period length is d. The function rect denotes the rectangular 

function and comb denotes the Dirac comb function. According to the Fraunhofer diffraction equation, the 

light diffracted by the grating in the far field at a distance z has the amplitude 

𝑈(𝑥1, 𝑦1) =
1

𝑖𝜆𝑧
𝑒𝑖𝑘𝑧𝑒[𝑖

𝑘

2𝑧
(𝑥1

2+𝑦1
2)]𝑇(𝑓𝑥 , 𝑓𝑦 )

𝑓𝑥=
𝑥1
𝜆𝑧

,𝑓𝑦=
𝑦1
𝜆𝑧

                          (2) 

Where and k represent the wavelength and wavenumber of the incident light, respectively. T(fx, fy) is the 

Fourier transformation of t(x0, y0) and we have its expression 

𝑇(𝑓𝑥, 𝑓𝑦 ) = (𝑒𝑖𝜑1 − 𝑒𝑖𝜑2)
𝑎

𝑑
sinc (

𝑎𝑥1

𝜆𝑧
) ∑ 𝛿 (

𝑥1

𝜆𝑧
−

𝑛

𝑑
,

𝑦1

𝜆𝑧
)+∞

𝑛=−∞ + 𝑒𝑖𝜑2𝛿 (
𝑥1

𝜆𝑧
,

𝑦1

𝜆𝑧
)            (3) 
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According to Eq.(3), the schematic of the ±1st orders RCP reflected light is shown in Fig. 2(b). Equations (1)-

(3) are only valid for the RCP incident light. The phase function of the metasurface will be added to a minus 

sign if the incident light changes to LCP [Fig. 2(c)], and then Eq. (3) changes into 

𝑇′(𝑓𝑥, 𝑓𝑦 ) = (𝑒−𝑖𝜑1 − 𝑒−𝑖𝜑2)
𝑎

𝑑
sinc (

𝑎𝑥1

𝜆𝑧
) ∑ 𝛿 (

𝑥1

𝜆𝑧
−

𝑛

𝑑
,

𝑦1

𝜆𝑧
)+∞

𝑛=−∞ + 𝑒−𝑖𝜑2𝛿 (
𝑥1

𝜆𝑧
,

𝑦1

𝜆𝑧
)       (4) 

The ±1st orders LCP reflected light is schematically shown in Fig. 2(d) based on Eq. (4). 

For the linearly polarized incident light that contains equal RCP and LCP components, the 

metasurface responds differently to the two components [Fig. 2(e)]. Equations (3) and (4) show that the 

nth (n=±1, ±2…) order reflected RCP and LCP light both propagate along the same direction, which forms an 

angle of arctan(λn/d) with the normal of the metasurface. Besides, the complex amplitudes of the nth order 

RCP and LCP light beams (Un-RCP and Un-LCP) have the equal amplitude since 

|𝑈𝑛−𝑅𝐶𝑃|

|𝑈𝑛−𝐿𝐶𝑃|
=

|𝑒𝑖𝜑1−𝑒𝑖𝜑2|

|𝑒−𝑖𝜑1−𝑒−𝑖𝜑2|
= 1                                                    (5) 

More importantly, the rectangular phase grating induces a phase difference ΔФ between them 

∆𝛷 = 𝑝ℎ𝑎𝑠𝑒(𝑈𝑛−𝑅𝐶𝑃) − 𝑝ℎ𝑎𝑠𝑒(𝑈𝑛−𝐿𝐶𝑃) 

= 𝑝ℎ𝑎𝑠𝑒(𝑒𝑖𝜑1 − 𝑒𝑖𝜑2) − 𝑝ℎ𝑎𝑠𝑒(𝑒−𝑖𝜑1 − 𝑒−𝑖𝜑2)                         (6) 

The function phase is used to calculate the phase angles of the complex numbers 𝑒𝑖𝜑1 − 𝑒𝑖𝜑2 and 𝑒−𝑖𝜑1 −

𝑒−𝑖𝜑2. If 1 and 2 are assumed to be 

𝜑1 = 𝜋 + 𝛼                                                                              (7) 

𝜑2 = 0 + 𝛼                                                                              (8) 

Equation (6) changes into 

∆𝛷 = 2𝛼                                                                                (9) 

Since the reflected RCP and LCP components have the equal amplitude, same propagation direction and a 

phase difference ΔФ, the two components superpose and form a linearly polarized light with rotated 

polarization direction. For the y-polarized incident light (Fig. 1), it can be deduced that the phase difference 

Δ is the double of rot 

∆𝛷 = 2𝛽𝑟𝑜𝑡                                                               (10) 

Equations (9)-(10) show that has the same value of the optical rotation angle βrot, providing an elegant way 

to design a metasurface for optical rotation. For the desired optical rotation angle βrot, the values of {φ1, φ2} 

are {βrot+π, βrot}, which are then encoded onto the metasurface as show in Fig. 1(b). 

Results and Discussion 
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To verify polarization rotation method proposed above, four samples are designed to rotate the 90°-

polarized (y-polarized as shown in in Fig. 1) incident light by the angles of βrot=45°, 90°, 135° and 180°, 

respectively. In other words, the polarization directions (the angle between the oscillation directions of the 

light and the x-direction as shown in Fig. 1) of the reflected light from samples 1-4 are designed be -45°, 0°, 

45° and 90°, respectively. Based on the discussion in last section, the values of {φ1, φ2} should be {225°, 45°} 

for sample 1, {270°, 90°} for sample 2, {315°, 135°} for sample 3 and {360°, 180°} for sample 4. We take 

sample 3 for an example and its SEM image is shown in Fig. 1(c). 

All the samples have nanorods of the same geometry, which is 75 nm wide, 200 nm long and 30 nm high. 

A titanium adhesive layer of 3 nm is added between the silver nanorods and the SiO2 spacer. The distance 

between the neighboring nanorods is 300 nm along the horizontal and vertical directions. Each metasurface 

contains 1000×1000 nanorods that yields a total size of 300 μm×300 μm. 

 

FIG. 3. Experimental setup and polarization measurement. (a) Schematic of the experimental setup. After 

passing through polarizer I with the transmission direction along the y-axis, the light is weakly focused by a 

lens and incident onto the metasurface at normal incidence. The power of the +1th order reflected light is 

recorded by the power meter after passing through polarizer II with various rotation angles θ. (b) The four 

solid curves represent the simulated results for the ideal linear polarization states with designed polarization 

directions of -45° 0°, 45° and 90°, respectively. The discrete asterisks with blue, red, black and green colors 

represent the measurements for samples 1, 2, 3, and 4, respectively. The experimental results are obtained at 

the wavelength of 640 nm. The experimental results are normalized here. Although the four samples are 

fabricated under the same process, their reflection peaks are slightly different due to the fabrication 

nonuniformity. 
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The schematic of the measurement system is shown in Fig. 3(a). The incident light from the 

supercontinuum laser (NKT, SuperK Extreme) passes through polarizer I with its transmission axis along the 

y axis. Then the y-polarized light is weakly focused by a plano-convex spherical lens (f=75mm) to make sure 

that energy of the incident light is concentrated on the metasurface. Although the focusing process will tilt the 

incident light, the tilt angle is very small and can be ignored. The sample under test is mounted on a 2D 

translation stage, allowing for position adjustment in the plane perpendicular to the incident direction. The +1st 

order reflected light is analyzed by rotating polarizer II with different angles θ and the power is recorded by a 

power meter. It should be noted that the metasurface is originally designed to work under the plane wave 

illumination. The lightly focused incident light has a diameter much larger than that of the metasurface; then 

the spatial phase nonuniformity of the incident light is very subtle over the metasurface scale. 

The simulated curve of I(θ) for the reflected light with ideal -45°-polarization is shown in Fig. 3(b) (blue 

color). Similarly, the red, black and green curves represent the simulated results of I(θ) for the linear 

polarization of 0°, 45° and 90°, respectively. The position of the curve peak denotes the polarization direction 

of the linearly polarized light. The discrete asterisks represent the experimentally measured intensities of the 

reflected light at 640 nm from samples 1, 2, 3 and 4, respectively. Since the experimental results agree very 

well with the predicted values, it unambiguously shows that the four metasurfaces can rotate the y-polarized 

incident light to the designed angles. As the geometric phase does not depend on the wavelengths of the 

incident light, the metasurface devices are expected have broadband performance. Unsurprisingly, the good 

agreement between experimental values and simulation results is also found for the wavelengths of 550 nm, 

800 nm and 1000 nm, which are shown in Figs. 4(a)-(c).  

 

FIG. 4. Broadband performance of the metasurface for polarization rotation. The experimental results are 

obtained at the wavelengths of (a) 550nm, (b) 800nm and (c) 1000nm. 

Only the ±1st, ±2nd …and higher orders are the beams with rotated polarization direction, hence 

the efficiency should be calculated as the total power of the polarization-rotated light divided by the 

power of the incident light. Since the power for ±2nd and higher diffraction orders is much lower than 

that of the ±1st orders based on our measurement, only the ±1st orders are take into consideration 
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when calculating the efficiency. Sample 4 is experimentally tested and its efficiency is measured to 

be 21.7%, 44.7% and 45.6% for the wavelengths of 640 nm, 800 nm and 1000 nm, respectively. The 

metasurface parameters in this paper, such as the nanorod size and the SiO2 spacer thickness are the 

same with our previous design [28]. However, the conversion efficiency is slightly different due to the 

fabrication errors. The dielectric interlayer (SiO2) sandwiched between the silver nanorods on the top 

and the silver layer at the bottom helps to eliminate the dispersion of the reflected light, leading to 

the broadband performance. Although the plasma frequencies of the silver lie in the ultraviolet 

region of the spectrum, the interband transition exerts a huge influence on its properties in the visible 

range. Hence silver is a good candidate for visible and near infrared light, but not for ultraviolet light 

due to the strong absorption. This bandwidth is closely related to the configuration parameters 

including the thickness of the spacer, rod size and packing density of the nanorods. 

The reflective metasurface can reach the maximum conversion efficiency when the incident light is at 

normal incidence, any deviation from this case will lower the efficiency [28]. However, the polarization rotation 

functionality still exists for the tilted incident light at a certain scope (the metasurface works well for the 15.2° 

incident light according to our experiment). 

Despite the fact that the device can operate in the broadband from the point of view of the conversion 

efficiency and polarization rotation functionality, it is worth noting that the reflection angle of the nth order is 

governed by n= arctan (n/d), meaning that it depends on the incident wavelength. Since the nanorods are 

uniformly distributed in the y-direction as shown in Fig. 1(b), there will be no higher diffraction orders 

deviating from the designed plane of reflection (xz plane) for the wavelengths even shorter than double 

distance of neighboring distance d. It is worth noting that the polarization rotation of the reflected light by 

metasurfaces has some formal resemblance with the magneto-optical Kerr effect [31], where the polarization 

direction of the reflected light from a magnetic film is rotated as well. This effect is attributed to the 

antisymmetric, off-diagonal elements in the dielectric tensor of the magnetic film. In contrast, the polarization 

rotation realized here is through the collective contribution from all the nanorods in the inhomogeneous 

metasurface. 

 

Conclusions 

In conclusion, we propose and experimentally demonstrate an approach capable of rotating the 

polarization plane of the linearly polarized light in the visible and near infrared spectrum. Optical rotation is 

realized through the collective contribution of all the nanorods in the metasurface, instead of a single 

nanoantenna. In comparison with previously demonstrated approaches, our method proposed here can realize 

arbitrary polarization rotation angles with great fabrication tolerances and broadband performance. As this 
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approach solves several major issues typically associated with optical rotation: volume, efficiency and 

simplicity, it paves the way for future practical devices with optical rotation functionalities that may lead to 

advances in device miniaturization and system integration. 
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