
 
 
 
 

Heriot-Watt University 
Research Gateway 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 

Ultra-fast imaging with optical encoding and compressive
sensing

Citation for published version:
Matin, A, Dai, B, Huang, Y & Wang, X 2018, 'Ultra-fast imaging with optical encoding and compressive
sensing', Journal of Lightwave Technology. https://doi.org/10.1109/JLT.2018.2880816

Digital Object Identifier (DOI):
10.1109/JLT.2018.2880816

Link:
Link to publication record in Heriot-Watt Research Portal

Document Version:
Peer reviewed version

Published In:
Journal of Lightwave Technology

Publisher Rights Statement:
© 2018 IEEE. Personal use of this material is permitted. Permission from IEEE must be obtained for all other
uses, in any current or future media, including reprinting/republishing this material for advertising or promotional
purposes, creating new collective works, for resale or redistribution to servers or lists, or reuse of any
copyrighted component of this work in other works.

General rights
Copyright for the publications made accessible via Heriot-Watt Research Portal is retained by the author(s) and /
or other copyright owners and it is a condition of accessing these publications that users recognise and abide by
the legal requirements associated with these rights.

Take down policy
Heriot-Watt University has made every reasonable effort to ensure that the content in Heriot-Watt Research
Portal complies with UK legislation. If you believe that the public display of this file breaches copyright please
contact open.access@hw.ac.uk providing details, and we will remove access to the work immediately and
investigate your claim.

Download date: 23. May. 2023

https://doi.org/10.1109/JLT.2018.2880816
https://doi.org/10.1109/JLT.2018.2880816
https://researchportal.hw.ac.uk/en/publications/aaf5ad7c-4cc6-4252-99ab-97156f141ff0


0733-8724 (c) 2018 IEEE. Personal use is permitted, but republication/redistribution requires IEEE permission. See http://www.ieee.org/publications_standards/publications/rights/index.html for more information.

This article has been accepted for publication in a future issue of this journal, but has not been fully edited. Content may change prior to final publication. Citation information: DOI 10.1109/JLT.2018.2880816, Journal of
Lightwave Technology

REPLACE THIS LINE WITH YOUR PAPER IDENTIFICATION NUMBER (DOUBLE-CLICK HERE TO EDIT) 1

Ultra-fast imaging with optical encoding and
compressive sensing

Amir Matin, Bo Dai, Yu Huang, Xu Wang Senior Member, IEEE

Abstract—Serial time-encoded amplified microscopy (STEAM)
is an emerging technology which enables an ultra-fast phenomena
to be captured at Ghz scan rate. The trade-off between high
imaging speed and high spatial resolution remains a problem
where the maximum scan rate is limited by the sampling rate
of the digitizer and the temporal dispersion in the fiber to
avoid data blending. In this paper, we address these limitations
using state-of-the-art optimization algorithms under compressive
sensing framework and establish the data acquisition model based
on our proposed experimental setup by considering the effect
of individual optical components such as laser spectral profile,
encoding mask patterns, dispersion of the fiber and optical
noise in the system. We introduce two methods of alternating
direction method of multipliers with total variation regularization
(ADMM-TV) and discrete wavelet hard thresholding (DWT-Hrd)
for STEAM based imaging systems. Our results demonstrate that
a 10GHz scan rate can be achieved compared to the conventional
1GHz microscopy imaging system while maintaining high image
reconstruction quality in terms of structural similarity index
measurement (SSIM). It is shown that among the two proposed
optimization algorithms, ADMM-TV outperforms DWT-Hrd by
20% in SSIM measurements. Finally, it is shown that having 70-
80% light transmission through the mask reveals the optimum
results in terms of reconstruction quality.

Index Terms—fiber optics imaging, optical encoding, compres-
sive sensing, optimization algorithms.

I. INTRODUCTION

ULTRAFAST optical imaging has become one of the vital
tools for capturing real-time and non-repeatable events

such as blood cells screening, microfluidics, surface inspection
and micro-PCB designs. Serial time-encoded amplified mi-
croscopy (STEAM) is an emerging ultrafast imaging technique
which overcomes the fundamental trade-off between sensitiv-
ity and speed [1],[2]. Limitations on the STEAM technology,
specially on the scan rate of the system, is restricted by the
amount of dispersion and the spatial resolution of the setup.
In the conventional STEAM systems, the spatially modulated
optical pulses with a spectral bandwidth δλ and repetition rate
R, are stretched by dispersive fiber (with total dispersion D)
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in the time domain, causing a dramatic drop in the scan rate in
order to avoid overlapping of adjacent signals (data mixing).
This constraint can be written as

D × δλ ≤ 1

R
(1)

The amount of dispersion D has a direct relation to the spatial
resolution of the imaged section N and the sampling rate of
digitizer S, that is

D =
N

S × δλ
(2)

Higher amount of dispersion is desirable as it enables a
larger imaging area or higher spatial resolution in the imaging
system. However, this will result in a lower scan rate due
to the limitation defined by (1). Meanwhile, a higher scan
rate is also crucial as it enables us to observe phenomena
at more than 1GHz speed previously achieved in [1],[2]. This
reveals the fundamental limitation of the conventional STEAM
system where high spatial resolution and high imaging scan
rates cannot be achieved simultaneously.

Another drawback of the conventional STEAM system
becomes evident when longer scanning times result in a very
large amount of data to be processed. Capturing of an ultra-
fast phenomenon at the scan rate R (time resolution of 1/R),
spatial resolution N and duration L, requires the total amount
of data of size R × N × L to be processed in the system.
Therefore, a processing unit with a maximum capacity G,
imposes another constraint on the system, that is

G ≥ R×N × L (3)

Subsequently, the data processing capacity of conventional
STEAM, limits the ability of the system to capture ultra-fast
phenomenon with high spatial resolution at high scan rates
and longer durations.

Studies to overcome these limitations have been carried out
in [3], where the data compression has been achieved using
differential detection run-length encoding techniques. In [4],
the virtual time gating technique has been proposed where
the signal is divided into multiple portions in a sequence of
time slots and switched into parallel channels. Using virtual
time gating can stretch the signal with a high dispersion
for detection and potentially overcome the constraint in (1)
however, the amount of dispersion is limited to avoid the
heavy overlap between the signals. Virtual time gating will
require multiple groups of detectors for signal detection which
can be a costly solution. Furthermore, in the virtual time
gating scheme, the signal is divided into different channels
by using an optical coupler which can result in the reduction
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Fig. 1. Operation principles of (a) conventional STEAM system (b) proposed compressive imaging setup

of the signal power. In [5], an optical modulation scheme
has been used to encode individual pulses, allowing partial
overlap to improve the scan rate of the imaging system and
using compressive sensing algorithm to reconstruct the image.
In [6], sparse representations of signals are investigated in
different domains and techniques such as dictionary learning
and DCT transform have been proposed for reconstructing the
original signals. Lastly, a new technique has been proposed
in [7] which uses an imaging approach called asymmetric-
detection time-stretch optical microscopy (ATOM) delivering
fast label-free imaging. In this paper, we derive the mathemati-
cal data acquisition model of the ultrafast imaging system with
compressive sensing and optical encoding while incorporating
the physical parameters in the experimental setup including
laser spectral profile, encoding mask patterns, fiber dispersion
and noise in the mathematical model. We implement two
methods of ADMM-TV (variational based) [8] and wavelet
hard thresholding (sparsity-based) [9] to minimize the recon-
struction error in an iterative fashion and achieve low error
data recovery by considering our prior knowledge about the
data in the optimization algorithms. These methods have been
previously implemented for various types of applications such
as video compressive sensing [10], [11] for motion detection
and compensation [12]-[15], multiscale photography [16] and
bio-imaging [17] and have shown superior performances com-
pared to the other optimization methods however, they have
never been implemented for STEAM imaging systems.

II. EXPERIMENTAL SETUP OF IMAGING SYSTEM

Fig.1(a) shows the operation principle of the STEAM imag-
ing system formed by spatial encoding, pulse stretching and

single-pixel detection stages. In the spatial encoding stage, the
spectrum of the ultra-short optical pulses produced at a high
repetition rate (shown as 1 in Fig. 1(a)) is spatially dispersed
and modulated by a target resulting in space-to-spectrum
mapping. In the next step, the spatial information of the target
is mapped onto the spectrum of the optical signal which is
shown as 2 in Fig. 1(a). This process is known as spectral-
amplitude-encoding and is widely used in optical communi-
cations for optical code division multiple access (OCDMA)
[18]. In the second stage, the spectrally modulated pulses
are further stretched through a dispersive component resulting
in spectrum-to-time mapping which enables the signal to be
detected by a fast single-pixel photodetector. Finally, these
detected signals are reconstructed back to their original form
by converting the array of 1-D signals into 2-D frames through
a processing unit.

Fig. 1(b) shows the operation principles of the proposed
compressive imaging scheme. In the spatial encoding stage,
the optical spectrum of an ultra-short optical pulse (shown as
1) is first encoded by a binary mask pattern (shown as 2)
before the space-to-time mapping (shown as 3). In the second
stage, overcoming the scan rate limitation of STEAM setup
(R in (1)) is tackled by further stretching the signals and
allowing consecutive scans to overlap through a dispersive
component resulting in much higher imaging rate without
compromising the spatial resolution of the imaging system. In
the proposed scheme, the received data is heavily compressed
and the total amount to be processed remains the same
vector size from those obtained in conventional STEAM setup,
allowing the system to record a longer duration of an ultra-
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Fig. 2. Experimental setup of the proposed scheme

fast event. As the detected signals are overlapped pulses, an
inverse mathematical model is required to reconstruct the
mixed signals using optimization algorithms. Fig. 2 shows
the experimental setup of the proposed scheme where optical
pulses with a central wavelength of 1550nm and bandwidth
of 40nm generated from the 1GHz Ti:Sapphire femtosecond
laser are directed towards a diffraction grating. The spectrum
of the diffracted signal is then encoded by a binary mask
pattern and focused on a time-varying target. This process
is the space to spectrum mapping depicted in Fig. 1(b). The
reflected light from the target is then amplified by an erbium-
doped fiber amplifier (EDFA) and fed into a dispersive fiber
(DCF) which stretches the pulses in the time domain (shown
as spectrum-to-time mapping in Fig. 1). Individual pulses
carry spatial information about the dynamic scene which are
generated at the repetition rate of the laser. The dispersion
value of the DCF is chosen in a way that the stretched pulses
in the time domain have a significant overlap between the
adjacent pulses. This is breaking the limitation determined
in (1), by allowing D × δλ � 1/R. As a result, achieving
much higher scan rate is facilitated in the proposed scheme.
Using a random mask per scan enhances the performance of
the recovery algorithms by minimizing the correlation between
the adjacent signals. Applying a fully random mask per scan
is one of the main challenges imposed on the compressive
STEAM imaging systems where the maximum encoding rate
of 300KHz is achievable in digital spatial light modulators
however, this type of encoding can be beneficial on the targets
with slower flow rates where by applying the compression, a
longer period of the phenomenon can be recorded. Imaging of
the resolution target is an important step as it defines crucial
factors of the physical setup such as the spatial resolution of
the imaging system, the spectral shape of the source and the
amount of accumulated (Gaussian) noise in the system. This

process can be thought as a calibration stage where the original
spatial information of the target scene is known and the output
read-out from the photodetector reveals the spectral profile of
the laser, defining the critical boundaries of spatial resolution
of the system and the amount of present noise.

Fig. 3. Imaging of the resolution target
(a) The bright-field microscopic image

(b) The image obtained from proposed setup
(c) The measured spectrum of the first scan line

The resolution of our imaging setup is measured by imaging
the patterns of standard USAF-1951 resolution test target
depicted in Fig. 3. In the experiment, the DCF has the length
of 12.1 km and the chromatic dispersion is 1573 ps/nm. Each
chrome line has a width of 111.4 µm and the conversion factor
between space and wavelength is 2.77 µm/nm. Fig. 3(a) shows
the image of the target captured by a conventional microscope
and Fig. 3(b) is the captured image with dimensions of 100 ×
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250 pixels in our system. Fig. 3(c) shows a 12 dB difference
between the transmissive and reflective sections of the target
defining the minimum dynamic range in the system. The de-
tected signal has a high Signal-to-noise ratio (SNR), however,
denoising step is still required in the reconstruction algorithm
due to the presence of thermal and shot noise in the system.
The setup of the imaging system is modified as depicted in Fig.
4 for imaging of the human blood flowing in a microfluidic
chip. After the light diffraction, beam size adjustment and
spectrum modulation, the light is then coupled into a pair of
objective lenses, which are used to capture the microscopic
image of blood flow in the microfluidic chip channel. The
diffraction grating has the groove density of 600 lines/mm
with the diffraction angle of 30 degrees and an input beam
waist of 7.2 mm. The spectral and the spatial resolution of the
setup are 0.3 nm and 0.82 µm respectively with the space-
to-wavelength conversion factor of 2.74 µm/nm. Objective
lenses for cell detection have a numerical aperture of 0.65
and focal length of 4 mm. Microcells contained in a chemical
fluid are injected into a microfluidic chip with dimensions of
50 × 30 µm and the flow rate of 2 m/s. In the wavelength-
to-time mapping stage, the optical power before and after the
amplification is 27 and 632 µW respectively.

Fig. 4. (a) Modified setup for cell detection (b) Observed
compressed data

Obtained results from the modified setup are depicted in
Fig. 4(b) exhibiting the 2-D transformation of the detected
signal from the single-pixel photodetector. This data is formed
by optically encoding the spectrally modulated pulses and
overlapping 10 consecutive stretched pulses in the dispersive
component.

III. MODELLING OF DATA ACQUISITION AND
RECONSTRUCTION PROCESS

Here, we establish the data acquisition model of the pro-
posed scheme by considering the properties of the optical
components in the system helps us to optimize the parameters
of the reconstruction algorithm to achieve the minimum data
loss. The mathematical expression of the data acquisition
model in the system is formulated as

y = HALx+ n (4)

where y ∈ RM+(N−1)sM×1 is the captured data, s is the
ratio of the pulse period (1/R) to the width of the stretched
pulse (D× δλ) referred to as the shift ratio where 0 ≤ s ≤ 1,
H ∈ RM+(N−1)sM×MN is the linear operation of shifting
and overlapping, A ∈ RMN×MN is the binary mask as a
diagonal matrix, L ∈ RMN×MN is the laser spectral profile
as a diagonal matrix, x ∈ RMN×1 is the original data and
n is the noise in the system. y represents the summation of
the individually encoded and temporally overlapped scan lines
containing multiplexed information about the dynamic scene.
M and N are the numbers of sampled points in a single
scan line and the total number of scans respectively. DCF
stretches the spectrally modulated signals (carrying the spatial
information of the image) in the time domain where a high
dispersion value of DCF allows the adjacent pulses to partially
overlapped and form a heavily compressed observation of the
fast dynamic scene. This key operation is noted as H in the
acquisition model shown in (4). H is built upon N identity
matrices with dimension of I ∈ R(M×M) where the starting
position of individual Ih (1 ≤ h ≤ N) in H is calculated
based on its index value. Assuming i, j are the starting position
of Ih in H , they can be calculated as

i = (h− 1)M + 1 and j = s(h− 1)M + 1 (5)

where the rest of the elements in H are set to zero. The
matrix representation of H is depicted in Fig. (5)

Fig. 5. Representation of the matrix H

The compression ratio between the original and overlapped
detected signal is controlled by the shift ratio(s) used in-
between the adjacent pulses which is determined as

Compression ratio =
N

1 + (N − 1)× s
(6)

Estimating x from y in (4) is known as an ill-posed linear
inverse problem (LIP) [19]. Consequently, this problem re-
quires additional regularization (or prior information) in order
to reduce uncertainties and improve estimation performance.
Therefore, state-of-the-art convex optimization algorithms for
solving such problems can be used. While the sensing matrix
noted as HAL in (4) enables a high optical compression on the
data, it does not satisfy the Restricted Isometry Property (RIP)
[20] used in compressive sensing framework therefore, the
reconstruction is known as a lossy recovery. As the captured
data from our system are representing the spatial information
of a natural scene, we can assume that they can also be
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represented in a sparse fashion in another domain. One of
these sparse domains is the discrete wavelet transform (DWT)
[21], [22] which has attracted considerable experimental and
theoretical attention due to the fast and optimized transform
calculations and flexibility to be modified and used for differ-
ent types of applications in various areas such as compressive
sensing, hyper-spectral and medical imaging. Second proposed
approach is to solve the minimization problem by iteratively
calculating the total variation (TV) [23]-[25] of the signal
and minimizing the energy function. This approach takes
advantage of signal representation in the gradient domain and
calculates the `1 norm of the gradient to minimize the cost
function.

A. Sparse Regularization

Sparsity-based methods aim to recover the signals by finding
an appropriate domain for the data where they can be trans-
formed and represented in a sparse fashion. In the proposed
model, sparse set of coefficients â in the domain Ψ are given
by

â = argmin
a

1

2
||HAL(Ψa))− y||22 + λ||a||1 (7)

where λ is the prior weight which is adapted to the noise
level in the signal. Combining the shifting and overlapping
operator H , encoding operator A and the spectral profile of
the laser L, results in a new operator φ which represents
the joint linear operation where φ = HAL. We use the
forward-backward splitting method [26] to solve (7) which
is a non-smooth optimization problem. In (8), we apply the
gradient descent step in the spatial domain and implement
hard thresholding schemes for the calculated coefficients in
the wavelet domain, that is

xk+1 = Thrψλ (xk − τ(φT (φ(xk)− y)) (8)

where τ is the gradient step constant and φT is the transpose
of the linear operator φ. To solve (8), an iterative solution is
shown in algorithm 1. The stopping criteria for this algorithm
is defined by the convergence of the Frobenius norm of the
energy function which is defined as

Ek+1 =
1

2
||φ(x̂)− y||2F (9)

B. Variational Regularization

Second method to solve (4) is to minimize the energy
function in spatial domain and using the total variation as the
regularizer which is given by

x̂ = argmin
x

1

2
||y − φ(x)||22 + λ||Dx||1 (10)

where D computes the gradient of x in vector dimensions.

There are several methods to solve (10) however we propose
to use ADMM method which applies variable splitting to (10)
and solves the produced Lagrange equations by introducing a
new regularizer ρk into the equation. ADMM splits Lagrange
into two separate equations and solves them cyclically. We also
introduce a new variable ρtv as a variable smoothing parameter

which varies based on the calculated residual values at each
iteration shown as steps 11-14 in algorithm 2 where

Res total
def
= ||xk+1 − xk||2 + ||vk+1 − vk||2 + ||uk+1 − uk||2

(11)

The adaptive update scheme is inspired from [27], which
was originally used to accelerate ADMM algorithms for
convex problems. It is different from the residual balancing
technique commonly used in ADMM, e.g., [8], as Restotal sums
of all primal and dual residues.

Algorithm 1: Estimation based on wavelet translation
invariant hard thresholding method

Input: y ∈ R M+(N−1)sM×1: Observed
Output: x̂ ∈ RMN×1: reconstructed data

1 Operation ψ : wavelet transform
2 Operation ψ−1 : inverse wavelet transform
3 Initialize x̂ = φT (y), v, u as zero matrix
4 Initialize τ ≥ 1 , 1 > λ ≥ 0, tolerance = 10−4

(I)repeat
5 u = x̂− τφT (φ(x̂)− y)
6 where φ is the joint operation of HAL
7 v = hard thresholding(ψ(u), λ)
8 x̂ = ψ−1(v)
9 Ek+1 = 1

2 ||φ(x̂)− y||F
(I) until Ek+1 − Ek ≤ tolerance

return x̂(k)

Algorithm 2: Estimation based on ADMM weighted
TV and residual based updating parameters

Input: y ∈ R M+(N−1)sM×1: Observed
Output: x̂ ∈ RMN×1: reconstructed data

1 Initialize x̂, v̂, u as zero matrix, µ > 0,
residuals Res x, Res v, Res u, Res total, ρtv (max) as√

λ
ρk

and ρtv (min) as ρtv (max)

10 , γ > 1

2 (I) while (tolerance ≤ Res total)
(II) while ρtv ! = ρtv min

3 v(k−1) = v̂, u(k−1) = uk

4 x̃ = v(k−1) − u(k−1)

5 x̂ = argmin
x̂
||φx̂− y||22 + (ρk/2)||x̂− x̃||22

6 ṽ = x̂+ u(k−1)

7 v̂ = TV (ṽ, ρtv (updated))
8 Update Lagrange multiplier

uk = u(k−1) + (x̂− v̂)
9 Update Restotal = Resx+Resv+Resu

10 if Resktotal ≤ Resk−1
total

11 keep current ρtv and ρk
12 else
13 ρtvk+1

=
ρtvk

2
, ρk+1 = γρk

(II) end
k = k + 1

(I) end
return x̂(k)
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Fig. 6. Reconstruction of detected blood cell samples under various compression ratios

The proposed methods of ADMM-TV and DWT-Hrd can
be adapted for the cases of 2D imaging systems such as [1],
[2] where 2D spatial disperser and a 2D encoding mask can
facilitate such imaging setups. Assuming the original frames
forming the data cube xcube ∈ RM×N×F where M, N, and F
are the number of rows, columns and total frames respectively.
The mathematical representation of the forward model for this
setup will be the same as (4) where y ∈ RMN+(F−1)sMN×1

is the captured data, H ∈ RMN+(F−1)sMN×MNF is the linear
operator of shifting and overlapping, A ∈ RMNF×MNF is the
encoding frames as a diagonal matrix, L ∈ RMNF×MNF is
the laser spectral profile as a diagonal matrix, x ∈ RMNF×1

is the vectorised original frames and n is the additive zero
mean Gaussian noise. ADMM-TV and DWT algorithms can
reconstruct the data in the aforementioned dimensions and
reshape the recovered data back into their 3D original format.

IV. RESULTS AND DISCUSSION

Fig. 6(a) shows the reconstructed frames from the reaction
of a blood cell to an external injected chemical substance.
Comparison between the two methods (depicted in Fig. 6(b))
demonstrates that TV-based algorithms (TV-rnd and TV-stc)
outperform hard thresholding wavelet-based methods in both
random and static mask cases (DWT H-thr-rnd and DWT H-
thr-stc) with an average higher structural similarity of 20%.
The data recovery at 100% transmission (no encoding) also
shows the superior performance of ADMM-TV over DWT
algorithm. This is mainly due to the fact that TV recognizes

the edge features in the images and preserves them from
hard smoothing in the algorithm which can result in spatial
information to merge and therefore losing critical information
such as clear feature boundaries and intensity amplitudes per
pixels. Depicted results for the statically encoded scene are
realized through the experimental measurements. Those with
the randomly encoded masks have been obtained through our
simulations where the scene is first realized through the con-
ventional STEAM setup. The random encoding, compression
and the noise are then applied to the data prior to their
reconstruction. Compression plays a crucial part in the quality
of the reconstructed frames where higher compression ratios
introduce larger amounts of reconstruction artefacts due to the
cross-talk between the heavily overlapped rows. Solid lines
in Fig. 6(b) show the SSIM values against the compression
ratio when using a static mask as an encoder. The same
reconstruction process is applied on randomly encoded scan
lines where the individual pulses benefit from distinct masking
patterns. Reconstructed images from randomly encoded scans
show higher visual similarity (predominantly after 5 times
compression ratio) to the original data as depicted in Fig.
6(a,b) due to the minimized correlation between overlapped
pulses. The required number of iterations for the convergence
of the presented algorithms are depicted in Fig. 6(c). TV
based algorithms require almost half the number of iterations
to those in DWT methods which can make a significant
difference when dealing with larger amounts of data. The
recorded time for each iteration is ≈ 0.1(sec). Static coding
mask applies the same pattern on individual pulses which
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Fig. 7. Optimal mask estimation

is not ideal as having the same code for all the scan lines
introduces correlation errors in the reconstruction algorithm
hence various masking percentages can have a large impact on
minimizing the reconstruction error. By varying the masking
percentage (the ratio between 0s and the total number of
pixels in the mask), an optimal masking amount is defined.
Depicted results in Fig. 7 are obtained through the simulations
where at each masking percentage, 10 randomly generated
patterns are implemented and the calculated SSIM results
have been averaged. From Fig. 7, it is shown that the peak
SSIM value for ADMM-TV algorithm is achieved at 70%
light transmission however the DWT algorithm performs better
at 80% transmission hence the optimal masking percentage
depends on the type of the optimization algorithm.

V. CONCLUSION

In this paper, the main limitations of the conventional
STEAM imaging setup have been tackled using a new pro-
posed scheme where by applying optical encoding and scan
overlapping, a laser with a higher repetition rate (up to
10GHz) can be implemented while keeping the digitizer at the
initial sampling rate. Mathematical data acquisition model is
derived based on the properties of the proposed compressive
STEAM imaging setup where the response from individual
system components have been profiled and implemented as
prior assumptions for the reconstruction algorithms of the
received signals. Observed data were reconstructed under CS
framework using two methods of ADMM-TV and DWT-Hrd,
facilitating scan rates of 10GHz while keeping a high data
fidelity and achieving 0.7 SSIM for 10 times compression
ratio. Moreover, proposed scheme benefits from having no
mechanical moving parts since the spatial encoding is applied
using a static pre-printed binary mask. The encoding stage
is further investigated by applying two variations of static and
random patters where the superior performance of ADMM-TV
has been demonstrated for both patterns reaching an average
higher SSIM of 20% due to the advanced edge preservation
properties in this algorithm. Finally, we have investigated

the optimal masking percentage and revealed that by having
70 to 80% light transmission through the mask, optimal
reconstruction can be achieved. Considering the fact that using
the proposed scheme can potentially enhance the performance
of the conventional STEAM system while requiring minimal
changes to the typical setup, we hope and anticipate that this
may prove to be of some interest and usefulness to others
employing the similar approaches for the study of other high-
throughput imaging systems.
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